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SI SERIE 520-720-1020 
Heavy duty stainless steel pneumatic sealers 

Validatable 11607.2 versions available 

Vacuum versions available 
 

Heavy duty stainless steel pneumatic impulse sealers. 

Available with mm 520, 720, 1020 seal lenghts. 

Seal width 5 mm or 8 mm, temperature, time and cooling setting, sealing parameters controls 

Steady high quality standard and low maintenance requirements. 

Numberless special versions already designed. 

Applications 

Food, electronics, medical, pharmaceutical, laboratories and chemical industry. 

Versions 

With impulse and/or hot bar version 

With vacuum function (Venturi system) version 

Validatable ISO 11607,2 standards version, with accurate sealing parameters control 

Standard version 

IP 65 version 

Accessories  upon request 

SIS - Adjustable in height floor stand for vertical sealing, with wheels for easier moving.  

Dimensions: mm 800 x 850 x 1588  

SIPO - (only with SIS).  Horizontal adjustable work table.  Table dimensions: mm 750 x 520 x 

130.  

Weight: 8 Kg Max supported weight Kg 10 

SIPI - (only with SIS).  Inclined working table 

SIRS - (only on 1020 version) Bag stretcher 

RL 200 -independent gravity roller mm 2000 x 500 (only with SIS) 

Cutting device - only for SI 520 
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SI SERIE 520-720-1020 
Heavy duty stainless steel pneumatic sealers 

Technical data SI 520  SI 720  SI 1020  

Materials LDPE/HDPE/BOPP/PAPE/

ALPE  

Paper medical pouches/

Tyvek® and pluriboll 

LDPE/HDPE/BOPP/PAPE/

ALPE  

Paper medical pouches/

Tyvek® and pluriboll 

LDPE/HDPE/BOPP/PAPE/

ALPE  

Paper medical pouches/

Tyvek® and pluriboll 

Construction Stainless steel Stainless steel Stainless steel 

Functioning Pneumatic Pneumatic Pneumatic 

Sealing process Impulse Impulse Impulse 

Sealing bars Bi-active (upper can be di-

sabled) 

Bi-active (upper can be 

disabl.) 

Bi-active (upper can be 

disabl.) 

Seal (mm) 520 x 5 720 x 5 1020 x 5 

Film thickness 40-400 micron 40-400 micron 40-400 micron 

Digital panel X X X 

Double function pedal, 3 

set. 

X X X 

Power supply Hz 230V-1Ph-50/60 Hz 230V-1Ph-50/60 Hz 230V-1Ph-50/60 

Absorption 900 W 1650 W 1650 W 

Pressure > 6 Bar > 6 Bar > 6 Bar 

IP value 20 20 20 

Dimensions (mm)-Weight 

kg 

590 x 232 x 487—32 790 x 232 x 487—34 1100 x 232 x 487—37 

Accessories  upon request  

SIS  

Adjustable in height floor stand for vertical sealing, 

with wheels for easier moving.  

Dimensions: mm 800 x 850 x 1588  

SIPO (only with SIS) 

Horizontal adjustable work table. 

Table dimensions: mm 750 x 520 x 130.  

Weight: 8 Kg 

Max supported weight Kg 10 

SIPI (only with SIS)  

Inclined working table 

SIRS  (only on 1020 version) 

Bag stretcher 

RL 200 (only with SIS) 

independent gravity roller mm 2000 x 500  

Cutting device  (only for SI 520) 


